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TECHNICAL SHEET 

 

Article: B0507N CLORO 

Norm: EN ISO 20345:2011 

Safety Class: S2 SRC 

Footwear height: Mod. A, H 77 mm (< 113 mm; Rif. EN ISO 

20345-5.2.2) 

Width: 11 

Construction: STROBEL; MONO-DENSITY PU - 

Cleaning and 

maintenance: 

Use only soft brushes and water. Do not use 
substances like alcohol, thinners, gasoline, oil or any 
other chemicals. Keep the footwear, dry and clean, in a 
proper place at room temperature. 

Suggested fields: Food industry, chemical-pharmaceutical 

industry. 
 

 

Entire footwear: components  
Component Description Value Norm requirements EN 20345 
Steel toe-cap Impact resistance(200 J)    

• Free height after impact 15,5 mm  14 mm 5.3.2.3 

Compression resistance (15 kN)    
• Free height after compression 15,5 mm  14 mm 5.3.2.4 

     
Sole (SRC) Slip resistance    
 • SRA – Sole (entire sole) 0,38  0,32 5.3.5.4 
 • SRA – Heel (Angle of 7°) 0,35  0,28 5.3.5.4 
 • SRB – Sole (entire sole) 0,18  0,18 5.3.5.4 
 • SRB – Heel (Angle of 7°) 0,13  0,13 5.3.5.4 
     
(P) Puncture resistance N/A  1100 N 6.2.1.1.2 
     
Footbed (A) Antistatic properties    
 • Electrical resistance Dry: 10,0 x 108  105 ,  109 6.2.2.2 
  Humid: 9,29 x 108  105 ,  109 6.2.2.2 

Sole/Upper Thermal insulation    
  Heat (HI) • Insole temperature increase N/A  22°C 6.2.3.1 

  Cold (CI) • Insole temperature decrease  N/A  10°C 6.2.3.2 

     
Heel (E) Shock-absorption in the heel region 32 J  20 J 6.2.4 

     
(WR) Water resistance (Water absorption) N/A  3 cm2 6.2.5 

(M) Metatarsal protection N/A  40 mm 6.2.6 
 

 
Upper  
Component  Description Value Norm requirements EN 20345 
 
 
Microfibre 
 
 

Tear resistance 90 N  60 N 5.4.3 
Treaction resistance N/A  15 N/mm2 5.4.4 
Water steam permeability 
pH value 
Chromium VI 
Water passed 
Water absorption 

1,5 mg/cm2 h 
N/A 
Not detected 
0,2 g 
22 % 

0.8 mg/cm2 h 

 3,2 
Not detectable 
 0.2 g 
 30% 

5.4.6 
5.4.7 
5.4.9 
6.3 
6.3 
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Lining  
Component  Description Value Norm requirements EN 20345 

3D hi-tech 
fabric 

Tear resistance 45 N  15 N 5.5.1 

Abrasion resistance • Dry: the surface shows no 
holes 

No holes till  
51.200 cycles 

5.5.2 

 • Humid: the surface shows no 
holes 

No holes till  
25.600 cycles 

5.5.2 

Water steam permeability 21 mg/cm2 h  2,0 mg/cm2 h 5.5.3 

pH value N/A Not detectable 5.5.4 
Chromium VI N/A Not detectable 5.5.5 

 

 

 
Insole  

Component  Description Value Normrequirements EN 20345 

 
 
TNT 

Thickness 2 mm  2,0 mm 5.7.1 

pH value N/A Not detectable 5.7.2 
Water absorption 121mg/cm2  70 mg/cm2 5.7.3 

Water release 97%  80 % 5.7.3 
Abrasion resistance (after 400 cycles) No damage Damage to norms 

reference 

5.7.4.1 

Chromium VI N/A Not detectable 5.7.5 

 
Removable footbed 
Component  Description Value Norm requirements EN 20345 

Anatomical, 
breathable, 
textile and 
expanded 
polymeric 
material 

Thickness 3,5±0,5 mm N/A 5.7.1 
pH value N/A Not detectable 5.7.2 
Water absorption Permeable Permeable or 70mg/cm2 5.7.3 

Water release Permeable Permeable or 80% 5.7.3 

Abrasion resistance No damage Dry: no holes till 25600 
cycles; humid: no holes till 
12800 cycles 

5.7.4.2 

Chromium VI N/A Not detectable 5.7.5 

 
Sole  
Component  Description Value Norm requirements EN 20345 

PU 
MONODENSITY 
sole 
 

Sole thickness without profiles 8 mm  4 mm 5.8.1.1 

Profile height 4,5 mm  2,5mm 5.8.1.3 

Tear resistance 6,8 kN/m  5 kN/m 5.8.2 

Abrasion resistance    

• Relative volume loss 101 mm3  250 mm3 5.8.3 

Flexionresistance    
• Notches increaseafter 30.000 cycles 1 mm  4 mm  5.8.4 

Hydrolysis    

• Notches increase after 150.00 cycles 1,5 mm  6 mm  5.8.5 

Tread-midsole detachment N/A  4 N/mm;  
(*) 3 N/mm with sole 
ripping 

5.8.6 

(HRO) contact heat resistance (300°C) N/A 
No damage (melting, 
breaking) 

6.4.1 

(FO) fue lresistance (volume variations) 1,4 %  12% 6.4.2 
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TECHNICAL SHEET 

 

Article: B0507 CLORO 

Norm: EN ISO 20345:2011 

Safety Class: S2 SRC 

Footwear height: Mod. A, H 77 mm (< 113 mm; Rif. EN ISO 

20345-5.2.2) 

Width: 11 

Construction: STROBEL; MONO-DENSITY PU - 

Cleaning and 

maintenance: 

Use only soft brushes and water. Do not use 
substances like alcohol, thinners, gasoline, oil or any 
other chemicals. Keep the footwear, dry and clean, in a 
proper place at room temperature. 

Suggested fields: Food industry, chemical-pharmaceutical 

industry. 
 

 

Entire footwear: components  
Component Description Value Norm requirements EN 20345 
Steel toe-cap Impact resistance(200 J)    

• Free height after impact 15,5 mm  14 mm 5.3.2.3 

Compression resistance (15 kN)    
• Free height after compression 15,5 mm  14 mm 5.3.2.4 

     
Sole (SRC) Slip resistance    
 • SRA – Sole (entire sole) 0,38  0,32 5.3.5.4 
 • SRA – Heel (Angle of 7°) 0,35  0,28 5.3.5.4 
 • SRB – Sole (entire sole) 0,18  0,18 5.3.5.4 
 • SRB – Heel (Angle of 7°) 0,13  0,13 5.3.5.4 
     
(P) Puncture resistance N/A  1100 N 6.2.1.1.2 
     
Footbed (A) Antistatic properties    
 • Electrical resistance Dry: 10,0 x 108  105 ,  109 6.2.2.2 
  Humid: 9,29 x 108  105 ,  109 6.2.2.2 

Sole/Upper Thermal insulation    
  Heat (HI) • Insole temperature increase N/A  22°C 6.2.3.1 

  Cold (CI) • Insole temperature decrease  N/A  10°C 6.2.3.2 

     
Heel (E) Shock-absorption in the heel region 32 J  20 J 6.2.4 

     
(WR) Water resistance (Water absorption) N/A  3 cm2 6.2.5 

(M) Metatarsal protection N/A  40 mm 6.2.6 
 

 
Upper  
Component  Description Value Norm requirements EN 20345 
 
 
Microfibre 
 
 

Tear resistance 90 N  60 N 5.4.3 
Treaction resistance N/A  15 N/mm2 5.4.4 
Water steam permeability 
pH value 
Chromium VI 
Water passed 
Water absorption 

1,5 mg/cm2 h 
N/A 
Not detected 
0,2 g 
22 % 

0.8 mg/cm2 h 

 3,2 
Not detectable 
 0.2 g 
 30% 

5.4.6 
5.4.7 
5.4.9 
6.3 
6.3 
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Lining  
Component  Description Value Norm requirements EN 20345 

3D hi-tech 
fabric 

Tear resistance 45 N  15 N 5.5.1 

Abrasion resistance • Dry: the surface shows no 
holes 

No holes till  
51.200 cycles 

5.5.2 

 • Humid: the surface shows no 
holes 

No holes till  
25.600 cycles 

5.5.2 

Water steam permeability 21 mg/cm2 h  2,0 mg/cm2 h 5.5.3 

pH value N/A Not detectable 5.5.4 
Chromium VI N/A Not detectable 5.5.5 

 

 

 
Insole  

Component  Description Value Normrequirements EN 20345 

 
 
TNT 

Thickness 2 ,5mm  2,0 mm 5.7.1 

pH value N/A Not detectable 5.7.2 
Water absorption 97mg/cm2  70 mg/cm2 5.7.3 

Water release 93%  80 % 5.7.3 
Abrasion resistance (after 400 cycles) No damage Damage to norms 

reference 

5.7.4.1 

Chromium VI N/A Not detectable 5.7.5 

 
Removable footbed 
Component  Description Value Norm requirements EN 20345 

Anatomical, 
breathable, 
textile and 
expanded 
polymeric 
material 

Thickness 3,5±0,5 mm N/A 5.7.1 
pH value N/A Not detectable 5.7.2 
Water absorption Permeable Permeable or 70mg/cm2 5.7.3 

Water release Permeable Permeable or 80% 5.7.3 

Abrasion resistance No damage Dry: no holes till 25600 
cycles; humid: no holes till 
12800 cycles 

5.7.4.2 

Chromium VI N/A Not detectable 5.7.5 

 
Sole  
Component  Description Value Norm requirements EN 20345 

PU 
MONODENSITY 
sole 
 

Sole thickness without profiles 8 mm  4 mm 5.8.1.1 

Profile height 4,5 mm  2,5mm 5.8.1.3 

Tear resistance 6,8 kN/m  5 kN/m 5.8.2 

Abrasion resistance    

• Relative volume loss 101 mm3  250 mm3 5.8.3 

Flexionresistance    
• Notches increaseafter 30.000 cycles 1 mm  4 mm  5.8.4 

Hydrolysis    

• Notches increase after 150.00 cycles 1,5 mm  6 mm  5.8.5 

Tread-midsole detachment N/A  4 N/mm;  
(*) 3 N/mm with sole 
ripping 

5.8.6 

(HRO) contact heat resistance (300°C) N/A 
No damage (melting, 
breaking) 

6.4.1 

(FO) fue lresistance (volume variations) 1,4 %  12% 6.4.2 
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(09-Oct-2026)

B0507 - Cloro/Cloro N S2 FO SR
Collection:  Hygiene
Upper:  Water-Resistant Microfibre
Sole:  Antifatigue AirTech
Outer Carton: 10

Hygiene
The  footwear  range  designed  for  hygiene:  liquid  resistant  sole,
breathable  upper,  water  and  scratch  resistant;  antibacterial  and
antimycotic lining.

Standards
EN ISO 20345:2022 S2 (FO SR)

Features
Anti-static footwear●

Water resistant upper to prevent water penetration●

200 joules resistant toe-cap●

Shock absorption in the heel region●

Hydrocarbons resistant●

Men’s width●

Women’s width●



(09-Oct-2026)

B0507 - Cloro/Cloro N S2 FO SR
Commodity Code: 6402990500

Test House
A.N.C.I. Servizi S.R.L (CIMAC)     (Notified Body No.: NB: 0465)
Via Alberto Riva Villasanta, 3
, Italy
Cert No: F-113-07516-24

CIMAC     (Notified Body No.: 0465)
Via Aguzzafame 60/b
27029, ITALIE
Cert No: F_113_01256_18

Carton Dimensions/Weight

Item Colour Len Wid Hgt Weight(Kg) Cubic(m3) EAN13 DUN14
B0507BKR36 Black 67.0 41.0 36.0 1.0490 0.0989 8032790808827
B0507BKR37 Black 67.0 41.0 36.0 1.0730 0.0989 8032790808834
B0507BKR38 Black 67.0 41.0 36.0 1.1070 0.0989 8032790808841
B0507BKR39 Black 67.0 41.0 36.0 1.1590 0.0989 8032790808858
B0507BKR40 Black 67.0 41.0 36.0 1.2140 0.0989 8032790808865
B0507BKR41 Black 67.0 41.0 36.0 1.2130 0.0989 8032790808872
B0507BKR42 Black 67.0 41.0 36.0 1.2720 0.0989 8032790808889
B0507BKR43 Black 67.0 41.0 36.0 1.3060 0.0989 8032790808896
B0507BKR44 Black 67.0 41.0 36.0 1.3760 0.0989 8032790808902
B0507BKR45 Black 67.0 41.0 36.0 1.4100 0.0989 8032790808919
B0507BKR46 Black 67.0 41.0 36.0 1.4150 0.0989 8032790808926
B0507BKR47 Black 67.0 41.0 36.0 1.4520 0.0989 8032790808933
B0507BKR48 Black 67.0 41.0 36.0 1.4960 0.0989 8057741719359
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B0507 - Cloro/Cloro N S2 FO SR
Collection:  Hygiene
Upper:  Water-Resistant Microfibre
Sole:  Antifatigue AirTech
Outer Carton: 10

Hygiene
The  footwear  range  designed  for  hygiene:  liquid  resistant  sole,
breathable  upper,  water  and  scratch  resistant;  antibacterial  and
antimycotic lining.

Standards
EN ISO 20345:2022 S2 (FO SR)

Features
Anti-static footwear●

Water resistant upper to prevent water penetration●

200 joules resistant toe-cap●

Shock absorption in the heel region●

Hydrocarbons resistant●

Men’s width●

Women’s width●



(09-Oct-2026)

B0507 - Cloro/Cloro N S2 FO SR
Commodity Code: 6402990500

Test House
A.N.C.I. Servizi S.R.L (CIMAC)     (Notified Body No.: NB: 0465)
Via Alberto Riva Villasanta, 3
, Italy
Cert No: F-113-07516-24

CIMAC     (Notified Body No.: 0465)
Via Aguzzafame 60/b
27029, ITALIE
Cert No: F_113_01256_18

Carton Dimensions/Weight

Item Colour Len Wid Hgt Weight(Kg) Cubic(m3) EAN13 DUN14
B0507WHR35 White 67.0 41.0 36.0 1.0330 0.0989 8034003181079
B0507WHR36 White 67.0 41.0 36.0 1.0460 0.0989 8032790806366
B0507WHR37 White 67.0 41.0 36.0 1.0730 0.0989 8032790806373
B0507WHR38 White 67.0 41.0 36.0 1.1070 0.0989 8032790806380
B0507WHR39 White 67.0 41.0 36.0 1.1590 0.0989 8032790806151
B0507WHR40 White 67.0 41.0 36.0 1.2090 0.0989 8032790806168
B0507WHR41 White 67.0 41.0 36.0 1.2130 0.0989 8032790806175
B0507WHR42 White 67.0 41.0 36.0 1.2460 0.0989 8032790806182
B0507WHR43 White 67.0 41.0 36.0 1.3140 0.0989 8032790806199
B0507WHR44 White 67.0 41.0 36.0 1.3390 0.0989 8032790806205
B0507WHR45 White 67.0 41.0 36.0 1.4100 0.0989 8032790806212
B0507WHR46 White 67.0 41.0 36.0 1.4150 0.0989 8032790806229
B0507WHR47 White 67.0 41.0 36.0 1.4520 0.0989 8032790806236
B0507WHR48 White 67.0 41.0 36.0 1.4960 0.0989 8034003172978


